
WAREHOUSE DIVIDING WALLS
A&H Construction   London

Background
Having completed similar projects in the past, our client 
approached us to deliver a three-phase firewall project to 
create fire compartment walls between warehouses and 
offices in London.

Requirement
To subdivide 3 new-build warehouses over 3 phases with 
1hr fire-rated partition walls complete with full fire-stopping 
and secondary steelwork. The curved roof profile was a 
challenging feature, but the flexibility of our system ensured 
that we fully meet the client’s expectations.

Solution
Mineral fibre warehouse dividing walls are considerably 
quicker to install than alternatives and offer outstanding 
value for money. We have developed a special galvanised 
channel detail to support the panels to the mezzanine, 
which enabled us to use panels in full span ensuring an 
aesthetically superior finish and saving the additional cost of 
painting steelwork.

Project Details
Location London

Project Warehouse Dividing Walls

Building use Industrial & Office Bbuilding

Panel core Mineral Fibre

Panel supplier Eurobond

Panel thickness 125mmm (Phase 1,3), 150mm (Phase 2)

Fire rating 1 hour

Panel requirements1,730 m²

Other Firestopping: Intumescent Batt

The installation work is absolutely 
exemplary. Everything went as planned.

Andy Sutton, A&H Construction“
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